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Adelab Scientific was formed in 1986 by Keith Plomer with a 
view of establishing a local scientific company to supply his 
many existing customers with high quality laboratory products 
and services at competitive prices 
 
Today, Adelab Scientific employs seven people specialising 
in many fields from Chromatography to Molecular Biology 
plus general laboratory products. 
 
We supply and support a large variety of products from local, 
interstate and overseas suppliers. 
 
With a combined scientific knowledge of over 60 years you 
can be sure that you will be understood and looked after in 
your laboratory and application needs. 
 

Simon Plomer  
Manager 
Molecular Biology and Biotechnology  
 
Keith Plomer  
Administration and Sales Support 
 
Naomi Paunovic  
Molecular Biology, Biotechnology 
 
Diane OôHandley 
Wine Industry, General Laboratory Products  

 
John Swinburne  
Customer Service and Purchasing 
 
Liz Kerr  
Reception, Accounts  

 
Frank Portolesi  
Receipt & Despatch 
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Muffle Furnaces for Ashing  

Hotplates, Hotplate Stirrers  

The furnaces are strongly constructed of zinc coated steel pow-
der coated Wedgewood blue with Hi Temp black front face and 
door. The muffle is strongly supported by a refractory mould at 
the front and insulating bricks at the back. It is insulated with 
ceramic fibre and firebricks. The steel cover around the muffle 
is surrounded by an air cavity and by gravity convection draws 
heat away from the bottom and out through the top reducing the 
wall temperature of the outer body. An air gap at the front and 
louvres on back panel allow adequate air flow to ensure a cool 
instrument panel. All cantilever door furnaces are fitted with a 
door switch for safety. 

Laboratory Ovens - High Temperature  

SEM manufacture a wide range of industrial sized ovens to suit 
various applications in the mining industry. These ovens oper-
ate via gravity and forced convection. The inner working cham-
ber is constructed of satin finish stainless steel with various 
shelf positions. The door is hinged on the left side with positive 
catch to keep it closed against a silicon rubber seal. The outer 
body is constructed of zinc seal steel, finished with light cream 
enamel. The Ovens can be custom made with sizes range from 
10L to 432L with various temperatures from as low as 40°C to 
300°C. 

SEM Hotplates are suitable for all routine laboratory 
applications. They are rugged and durable and are 
available in a range of sizes and types designed ford 
delivering temperature uniformly over the whole top 
surface. The bodies are of mild steel, coated with white 
enamel or of stainless steel supported with rubber feet. 
SEMôs hotplates are available as a circular, rectangular 
or square design depending on the application and 
have a top plate made of either aluminium or cast iron. 
Sizes range from 20cmx20cm up to 60cmx50cm with a 
maximum temperature of 480°C 
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Digestion Sample Block  

S.E.M manufacture a wide range of 
Magnetic Hotplate Stirrers made of solid 
aluminium. With temperatures ranging 
from 50°C to 350°C, they can stir up to 
speeds of approximately 2000rpm. 
Round hotplate sizes available as 
125mm and 130mm diameter, and 
square hotplate stirrers as 200mm x 
200mm or 300mm x 300mm. 

AutoBlockTM is The Automated HotBlock for Metals Digestions. 
 
The entire digestion process takes place in a controlled HEPA fil-
tered environment. 
 
The AutoBlock digests up to 54 samples simultaneously in accor-
dance with EPA digestion protocols or a user-designed digestion 
program. The AutoBlock adds up to five different reagents during 
the digestion process. With the AutoBlock, the greatest source of 
digestion variability, that of the operator, is eliminated. Digestion 
temperatures remain uniform from run to run. Heating times, re-
agent additions and total digestion times are automatically timed 
and performed on schedule. This uniformity improves productivity 
and provides consistent results.  

Heating Block  

The Environmental Express HotBlockFamily  
 
HotBlock systems stand up to the acid environment of your fume hood 
while reducing your cost of analysis. Made of Teflon-coated graphite 
and other non-metallic materials, these blocks eliminate corrosion and 
the sample contamination corrosion can cause. HotBlocks have been 
approved as a suitable means of performing EPA digestion methods 
such as 3005, 3010, 3050A, 3050B, 200.2, 200.7, 7470A, 7471A, 
245.1, 1631, and 245.7. 
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UV-Vis Spectrophotometer  

LIUV-201 is a stand-alone model with 2nm fixed bandwidth. It  pro-

vides excellent performance for measurements in the range of 

190nm to 1100nm. It has a large angled LCD screen with contrast 

adjustment for comfort viewing. The large sample compartment 

accommodates a wide range of cell holders and accessories in-

cluding peristaltic sipper and a peltier system. Optional Windows 

post-run application software make this instrument very versatile. 

LIVI-300  Visible spectrophotometer is single beam, general purpose 

instrument designed to meet the needs of most laboratories. It is 

ideal for various application in fields such as, chemistry, medicine, 

environmental monitoring, water, food and beverage, wine industry, 

teaching and quality control. 

Visible Spectrophotometer  

Pipettes - Liquid Handling  

Single -channel Pipet-Lite® SL conical shaft 
Half the plunger forces of other manual pipettes. 
Magnetic assist technology. Uses Rainin and 
most other manufacturers' conical tips. 
Range from 0.1µL - 10mL 

 

Single -channel Pipet-Lite® with LTS 
Classical-operation ergonomic pipette with lighter 
springs, Magnetic-Assist and LTSÊ LiteTouch 
Tip Ejection. Range from 0.1 µL to 20 mL 

 

Single -channel EDP®3-Plus 
Advanced electronic pipettes with several modes 
and options for versatility. Reduces pipetting force 
by 50%. Uses traditional tips 
Range from 0.5µL - 10mL 

 

Single -channel EDP®3-Plus with LTS 
The ultimate ergonomic pipette with LTSÊ      
LiteTouchÊ Tip Ejection, reduces pipetting forces 
by 95%. Several modes and options increase   
versatility. Range from 0.1 µL to 20 mL 

 

Multi -channel Pipet-Lite® with LTS 
Manual 8-, 12-, 24-channel and 2x8 16-channel. 
LTS for leak-free sealing first time, every time. 
Consistent sample loading without o-rings.      In-
creased productivity.  
Range from :  L8    - 0.5 to 1200µL 
                       L12  - 0.5 to 1200µL 
                       L24  & L2X8  -2 to 100µL 

Multi -channel EDP®3 with LTS 
Electronic 8-, 12-, 24-channel and 2x8 16-
channel. LTS for leak-free sealing first time, every 
time. Consistent sample loading without o-rings.        
Increased productivity. 
Range from :  E8    - 0.5 to 1200µL 
                       E12  - 0.5 to 1200µL 
                       E24  & E2X8  -2 to 100µL 
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HIRSCHMANN Bottle-Top Dispensers are 
available in fixed and variable volumes ranging 
from 0.2mL up to 50mL with reproducibility of  
0.1-0.2 CV%. 

HIRSCHMANN óakku-driveô electronic   
bottle-top control for precision titration 
and dispensing. 

Bottle -Top Dispensers  

Balances  

AB-S analytical balances have been developed and designed for sim-
ple weighing applications. They are very easy to use and have a rug-
ged construction for worry-free weighing. You get weighing results re-
liably and fast, at an optimum price-performance ratio. With weighing 
capacity up to 320g x 0.1mg. 

The Excellence XS analytical balance sets new standards in weighing 
performance. SmartGrid, the revolutionary grid weighing pan, suc-
cessfully minimizes the effects of turbulence in the weighing chamber. 
Results are more accurate and stabilization times dramatically shorter. 
Weighing capacity and readability range are available up to 220g x 
0.1mg and up to 81g x 0.01mg. Two dual range models are also avail-
able reading up to 120g and 220g with 5 to 6 dp readings. 

The METTLER TOLEDO MX5 is an innovative ultra-
microbalance, providing optimal weighing performance, user 
friendliness and quality standards. The MX5 ultra-microbalance 
has a very high resolution: 20 million digits. A brilliant touch 
screen display, intelligent user guidance, and hands-free infra-
red draft shield control make this highly-precise balance faster, 
easier and more efficient than ever before. Maximum capacity 

and readability 5.1g x 1 g. 



Page 7 

To Order Call Adelab Scientific On: 08 8234 7955 

Handheld pH & Ion Meters  

ECOSCAN Ion 6  
 Direct Ion Concentration for use with most mono- or di-valent Ion Se-
lective Electrodes (ISE). mV measurement mode allows you to check 
performance and calibration of your ISE. Multi-Point Calibration (up to 
3 points) with Auto-Buffer Recognition - choice of USA, NIST or pure 
water buffer standards with ±0.01 pH accuracy. 
 

Ion Concentration Range0.01 to 1999 ppm 

Resolution & Accuracy0.01 ppm (0.01 to 0.99 ppm); 0.1 ppm (1.0 to 199.9 

ppm); 1 ppm (200 to 1999 ppm) & ± 1% Full Scale 

mV Range±199.9 mV (extended); ±500 mV 

Resolution & Accuracy0.1 mV & ±0.2 mV (within ±199.9 mV); 1 mV & ±2 mV 

(beyond ±200 mV) 

pH Range0.00 to 14.00 pH 

Resolution & Accuracy0.01 pH & ± 0.01 pH 

Temperature Range0 to 100.0 °C 

Resolution & Accuracy0.1 °C & ± 0.5 °C 

ECOSCAN pH6 
Multi-Point Calibration (up to 3 points) with Auto-Buffer Recog-
nition - choice of USA, NIST or pure water buffer standards 
with ±0.01 pH accuracy 
Automatic Temperature Compensation (ATC) for the highest 
accuracy under fluctuating temperatures 
Hold Function momentarily freezes reading for easy viewing 
and recording 

 
pH Range 0.00 to 14.00 pH 

Resolution & Accuracy 0.01 pH & ± 0.01 pH 

Temperature Range 0 to 100.0 °C 

Resolution & Accuracy 0.1 °C & ± 0.5 °C 

mV Range -1000 to + 1000 mV 

Resolution & Accuracy 1 mV & ± 1 mV 

CyberScan pH 300 and pH 310 are IP67 waterproof and ergonomi-
cally designed for the rigours of field measurements and the de-
mands of laboratory applications. 

Waterproof to IP67 standard 

Additional protection against water seepage with rubber sleeve at 
connector 

Up to 5-point push button calibration  

Selectable automatic/manual temperature compensation 

Dual-display shows pH & temperature readings simultaneously 

Other features include: Custom dual-display LCD, user-
customisation on advanced setup mode,  

auto-oǟ , HOLD function, self-diagnostics, electrode status display 

 
Expanded Features of CyberScan pH 310 

GLP-compliant date/time stamping 

Up to 6-point push button calibration with DIN buǟ  er set  

Selectable ºC/ºF 

Extended memory ï 50 data sets 

Auto-hold function 



Page 8 

To Order Call Adelab Scientific On: 08 8234 7955 

The CyberScan 510 
series offers high performance at an economical cost. Integrating sig-
nature Eutech user-friendly interface such as splash-proof keypad and 
custom dual-display LCD, this economy range of bench meters is 
ideal for routine use in laboratories and production plants 

Up to 5-point push button calibration with auto-buǟer recognition 

Analog recorder output for easy documentation  

Selectable automatic/manual temperature compensation 

Easy electrode diagnosis with pH slope and oǟset display 

Non-volatile memory stores up to 100 data sets 

Integral electrode holder 

Hold function freezes readings for easy reference 

Meter prompts when reading stabilizes 

Easy trouble-shooting with comprehensive self-diagnostic messages 

Waterproof to IP67, the CyberScan CON 400 
and 410 deliver lab-accurate results stamped with time and date for 
GLP-compliant research. 

Conveniently auto-ranging with up to 5-point push-button calibration 

Selectable cell constant 

GLP-compliant 

Selectable automatic/manual temperature compensation 

Hold function freezes readings for easy reference 

Auto-oǟ   conserves energy and lengthens battery life-span 

Non-volatile memory holds up to 50 data sets even when you run out of 
batteries 

 
Expanded Features of CyberScan CON 410  

Measures TDS in addition to Conductivity and Temperature in °C and °F 

Adjustable TDS factor for direct derivation of TDS values 

Benchtop pH Meter  

Handheld Conductivity Meter  

CyberScan pH 6500  

Windows® CE-driven  
dual channel colour 

touchscreen (with pH 
FET)  

pH/mV/Ion/ 
°C/°F  

-2.000 to +20.000 
pH  

10,000 data sets  

Cyberscan pH6500  
Up to two channels measured and displayed simultaneously without 
cross channel interference ï no need to re-calibrate every time you 
switch from pH to ISE measurement!  

Extensive display  pH/mV/°C/°F   pH/mV/°C/°F   -1.999 to +19.999 pH  100 data sets  

Intuitive, self-diagnostic and flexible with advanced set-up options  for 
user-customisation - the Eutech CyberScan pH 1500 measures pH, 
absolute mV and relative mV with up to 3-decimal accuracy at 0.01 pH 
resolution. Calibration is a breeze: meter auto-calibrates with up to 6 pH 
buffers from three selectable buffer sets. 
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Whether itôs outfield measurements on-the-go or laboratory work 
with stringent requirements, turbidity measurement is a breeze with 
Eutechôs TN 100 and Cyberscan TB 1000 turbidimeters. ISO 7027 
compliant and equipped with automatic multi-point push button cali-
brations, Eutechôs auto-ranging turbidity instruments are your assur-
ance to high-quality full-range accuracy every time you measure. 
 
Cyberscan TB 1000  

Up to 3-point push-button calibration  

For optimum full-range accuracy of ±2 % full scale  

Auto-ranging  

For fast response and best resolution (up to 0.01 NTU) over wide 
measurement range  

Auto-CAL compliant to ISO and GLP standards 

Prompts at user-deýned interval to ensure regularly scheduled recali-
bration 

GLP-compliant time/date stamp 

Self-diagnostic 
 

TN 100  
Full range lab-accurate results with 4-point push-button calibration ï 
no need to follow sequential order during calibration 

1200 tests on a single set of AAA batteries with advance power man-
agement design  

Lightweight, waterproof to IP67 standard & þ oats on water  

ISO 7027 compliant & designed to US EPA approved non-formazin 
standards 

Comes complete in sturdy carry kit with calibration standards, cur-
vettes, batteries & instruction manual 

Turbidity Meters  

The DL15 is ideal for many industries when all that is needed is an 
endpoint titrator or a pH measurement. Most often the DL15 is 
used to determine the acid and base content (acidity and alkalin-
ity). 

Karl Fisher Titrator  

The volumetric Karl Fischer DL38 and DL31 titrators have been de-
signed for a wide range of water content applications - determinations 
from a few 100 ppm to 100% water, quickly and precisely. 
 
The METTLER TOLEDO DL39 and DL32 coulometers are ideal for wa-
ter contents in the range 1 ppm to 5%. The DL39 is also ready-equipped 
for upgrade to a fully automated system. 

Endpoint Titrator  
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Portable Density Meter  

Taking measurements on site or in the field has many advantages: 
You save time, you can make adjustments right away and you do 
not have to worry about transporting samples to the lab. 
The handling is easy - just immerse the sampling tube, pull the trig-
ger and read the final result directly in the measurement units you 
want to use! 
 
Measurement range  0 to 2 g/cm

3
. Resolution 0.0001 g/cm

3 

 
Accuracy   +/- 0.001 g/cm

3 

 
Temperature range  5-35°; resolution: +/- 0.1°; display: °C or °F 

Syringe Filters  
With 50% faster flow rate 

The 33 mm Non-sterile Millex® Filter Units have almost 20% more surface 
area than 25-mm filters and together with lower hold-up rates and higher   
operating pressures, increase throughput dramatically. 
Now available with Millipore Express PLUS (PES) or Durapore (PVDF)    
membrane in 0.45um and 0.22um pore sizes. Pack sizes of 50, 250 and 
1000. 

Disc Membranes  
 
Available for solvent and media filtration in many membrane types, includ-
ing PVDF (Durapore) and MCE (Mixed Cellulose Esters). Available in plain 
or gridded, white or black in various diameters and pore sizes.  Please call 
our office with your requirements and we will assist you in the supply of the 
correct membrane for your application. 

Analytical Grade Water  

Small scale Elix 3 / 5 / 10 / 15 - produce up to 200 L/day 
Large scale Elix 20 / 35 / 70 / 100 - produce up to 4000 L/day  
The standard for analytical grade water - production of consistently pure 
Type II Water from a potable feed water supply. 
 
Applications  

Microbiological media preparation  
Buffer preparation  
Hydroponics - Manufacturing chemical and biochemical reagents  
Purified water for pharmaceutical applications (according to US and 
European Pharmacopeia)  
Feed for laboratory equipment (glassware washers, clinical analysers, 
stability chambers, humidifiers, autoclaves, weathering test equip-
ment, hydrogen gas generators) 
Feed to Milli-Q® ultrapure water systems 

http://www.millipore.com/images/large/M914103-06%5b39703-ALL%5d.jpg


Page 11 

To Order Call Adelab Scientific On: 08 8234 7955 

MILLIPORE Water Systems  

UNIVERSAL 320 / 320 R  

There are good reasons why we have called these centrifuges 
UNIVERSAL. Their excellent performance and comprehensive 
range of accessories enable them to carry out virtually any cen-
trifuging task. In the low speed range, the UNIVERSAL 320 and 
320 R process standard tubes up to a volume of 100 ml, microti-
tre plates, conical tubes with screw cap, blood collection 
tubes and cyto accessories. Microlitre tubes can be accelerated 
to an RCF of 21,382. Centrifuge tubes taking higher volumes (up 
to 85 ml) also profit from the extraordinary motor power of the 
UNIVERSAL 320 / 320 R. At an RCF of 9,418, bacteria and 
yeast sediment quickly and easily. 

Benchtop Centrifuges - Sample Preparation  

The SMART series of water purification in-
struments by Millipore include the following: 
 

RiOs and RiOs DI - analytical grade water 
(type II) from any source of potable water 
 

Simplicity and Simplicity UV - Ultrapure 
(type I) water from a pre-treated source of 
water 
 

Synergy and Synergy UV  -  Ultrapure (type 
I) water from a pre-treated source of water 
 

Direct -Q  - Ultrapure (type I) water from any 
source of potable water 
 

Milli -Q® Ultrapure Water Purification Systems  
recognised world -wide as the standard for ultrapure 
water in the laboratory.  
 

Milli-Q systems are designed to specifically target con-
taminants detrimental to particular applications such as 
HPLC, molecular biology and ICP-MS. The systems in-
corporate a high precision resistivity monitor that re-
cords conductivity or resistivity (compensated or not). 
Specific models feature built-in TOC monitors for con-
tinuous detection of the presence of organics. 
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Waterbaths - circulated/uncirculated  

HETTICH ROTINA 420 / 420 R 
 

Developed for large volumes, yet not overly large in size. High per-
formance when it counts, yet cost-effective and fair to your budget. 
The ROTINA 420 centrifuges offer these benefits and more. The 
new, compact benchtop centrifuges are conceived for high sample 
throughput as well as for high sample volumes. With a maximum ca-
pacity of 4 x 600 ml, 140 blood collection tubes or 16 microtitre plates 
they are ideal for applications in clinical chemistry, in biotechnology 
and in life science research facilities.  

RATEK  WB4D, 7D,14D and 20D   
A range of Ratek digital and non-digital waterbaths designed to 
suit a variety of procedures where temperature controlled water 
is required, they can operate continuously for long periods of 
time. Four standard models are available ranging from 4 litres 
to 20 litres  

RT7 
Insulated water tank for use with the Ratek range of Thermoregula-
tors. Includes plumbing fittings enabling a supply of temperature 
controlled water to be circulated to an external sealed system. The 
inner tank is fabricated from 304 grade polished stainless steel, and 
the outer case from a chemical resistant plastic. 25mm of insulation 
is used between the tank and case to minimise heat loss, allowing 
for stable temperature control.  

LANCER Refrigerated  
Recirculating Cooler  

There is a requirement in testing laboratories for a re- 
circulating water cooling unit suited to the purpose of 
cooling laboratory distillation systems. This recirculating 
water cooler has a capacity sufficient enough to handle 
a reasonable number of stills at the one time. 
 
Cooling capacity  2500W at 20ºC 
Temperature rang e: -5 to 30ºC with digital display of 
   temperature 
Flow rate   16 litres/min dependent on back 
   pressure  
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Microscopes  

OLYMPUS microscopes are the ideal choice for research/analysis laboratories. A wide 
range of accessories allows you to customise the microscope to your specific needs, fluo-
rescence and phase contrast being common requirements. 

Stereomicroscopes, with the convenience 
of wide fields and zoom objectives,       
reduce fatigue in low power applications.  
With a multitude of stands and bases, a 
choice of light sources and many          
accessories these microscopes have   
applications in all fields of science and 
industry.    
 
Please ask for information on SZ series. 

Starting with the range of CX 
models for basic applications 
and up through the BX range for 
more demanding applications, 
O L Y M P U S  b i o l o g i c a l             
microscopes have earned an 
enviable reputation for quality 
and value for money.   With the 
advancement of the new UIS2 
optics, these units are            
unsurpassed.  

SciTech has grown to become one of Australia's leading suppliers of Image Capture/Analysis, Ma-
chine Vision and Data Acquisition Products.  
 
We offer a full range of digital gel documentation systems, quantification software, transilluminators 
and digital cameras for image analysis.  The cameras include the Q-IMAGING range of mono-
chrome and colour and the JENOPTIC APPLICATIONS range of moving pixel cameras. Applica-
tions covered include bright field, dark field, fluorescence and NIR imaging. 

Digital Cameras and Software  
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MIELE  
Glassware Washers  

Miele is known throughout the world for high 
quality, high performance aqueous cleaning 
systems.  
 
Miele has provided laboratories and industry 
with superior cleaning systems for over thirty 
years. Our resulting expertise, combined with 
a commitment to unsurpassed quality and 
performance, is evident in the basic features 
found in every Miele Cleaning System. 

WELCH  
ôDRYô (OIL FREE) LABORATORY VACUUM PUMPS  

for standard duty or corrosion resistant applications  

Welch Dry Diaphragm PTFE Vacuum Pumps are ideally 
suited to duties in the laboratory where corrosion resis-
tance is required.    Their compact size and weight means 
they are easy to use as stand alone vacuum sources 
where corrosion resistance is a high priority.  
  

Applications include distillation, desiccation, vacuum filtra-
tion, aspiration and degassing.  
 

For specific applications such as rotary evaporation and 
centrifugal concentration ask for information on DryFast

® 

models. 

Standard duty ôdryô piston pumps are effective for filtering 
aqueous solutions that are not strongly acidic or basic. These 
attractively priced pumps are oil-free and loaded with power-
ful features for filtration; vacuum and pressure adjustments 
with gauges, liquid traps at inlet & outlet, liquid shutoff at inlet, 
and noise reduction. Ideal for filtering aqueous solutions/
buffers 

Vacuum or pressure filtration 
Full featured for filtration 
Attractively priced 

Model 2522 shown 

Model 2022/2030 shown 
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THERMOMETERS 

CONTROL COMPANY offer a wide range of laboratory accessories which are ac-
companied by a Traceable Calibration Certificates.  We are pleased to offer this 
range in Australia.   Below is a selection of just some of the products available.  

5022 Traceable® 

Jumbo Timer  5007 Traceable® Lab

- Top Timer  

5000 Traceable® 

Three - channel 

alarm timer  

4052 Traceable® 

Long - Stem  

Thermometer  

4184 Traceable® 

Jumbo Humidity/

Temperature Meter  

4380 Traceable® Radio -

Signal Remote  

Hygrometer/  

Thermometer  

HUMIDITY 
MEASURING 

4186 Traceable® Dial 

Hygrometer/

Thermometer  

3252 Traceable® 

Dual - Display Light 

Meter  

4262Traceable®  

Tachometer   

w/Red LED Pointer  

3141 Key - Chain  

Micro - Laser Pointer  
3475 Traceable®  

�6�S�D�W�X�O�D�%�D�O�D�Q�F�H�Œ 

OTHER 
INSTRUMENTS 

Including - 
anemometers  
conductivity  
dissolved O 2 

light meters  
and many more  

4127 Traceable®  

Refrigerator/Freezer  

Thermometer  

4484 Traceable® In-

frared Wide - range 

Thermometer 50:1  

4425 Traceable® 

�:�R�U�N�K�R�U�V�H�Œ�� 

Thermometer  

4189 Traceable®  

Hygrometer/Thermometer 

w/computer output  

All Traceable
® 

products are supplied with a Traceable
® 

 Calibration 
Certificate from Control Companyôs ISO17025 Calibration Laboratory. 

TIMERS 

5011 Traceable® Giant

- �'�L�J�L�W�Œ���7�L�P�H�U 


